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SUPPLEMENTAL BID BULLETIN
Republic of the Philippines
PHILIPPINE INTERNATIONAL CONVENTION CENTER
PICC Complex, 1307 Pasay City
BIDS AND AWARDS COMMITTEE {BAC)
April 10, 2025

SUPPLY AND DELIVERY OF VARIOUS ELECTRICAL AND ELECTRONICS,
SUPPLIES, PARTS AND MATERIALS

ADDENDUM NO. 01

This Addendum is issued to amend/revise certain provisions of the Bid Documents
for the above-captioned procurement. Said amendments are as follows:

1. Section I- Bid Data Sheet has been revised to read as:
« ITB Clause 17.1- Place of Bid

s BAC CONFERENCE ROOM
North Wing Hall, Ground Floor, Secretariat Building
PICC Complex, 1307 Pasay City

The date and time of bid opening is April 21, 2025 at 11:00 a.m.

In the event that the Bids cannot be opened as scheduled due
to justifiable reasons, and in the absence of prior BAC
activities, the BAC will take custody of the submitted Bids, with
the opening deferred to the next working day at the same time
and venue. The BAC will issue a formal Notice to Bidders by
posting it on the BAC Secretariat/Procurement Unit electronic
bulletin board and the PICC website, providing the revised
schedule.

II. Section VII- Technical Specifications have been revised to read as:
» Refer to the attached revised Technical Specifications
II1. Section VIII- Checklist of Requirements have been revised to read as:

e II. FINANCIAL COMPONENT ENVELOPE

* (j) Revised Bill of Materials /Cost Breakdown

The corrected copies are attached. Bidders are advised to replace their
original copies with the corrected copies.

For guidance and information of all concerned.
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Received by:

(Signature over printed name)
Telephone/Fax No.
Date:

Name of Company:




15

Sealing and Marking of Bids

Each Bidder shall submit the original and one (1) copy of the first and second
components of its Bid.

16.1

The address for submission of bids is:

PICC-Bids and Awards Committee (BAC) Secretariat
Ground floor, Delegation Building
PICC Complex, 1307 Pasay City

The deadline for submission of bids is April 21, 2025 at 10:30 a.m.

17.1

The place of bid

BAC CONFERENCE ROOM
North Wing Hall, Ground Floor, Secretariat Building
PICC Complex, 1307 Pasay City

The date and time of bid opening is April 21, 2025 at 11:00 a.m.

In the event that the Bids cannot be opened as scheduled due to justifiable reasons,
and in the absence of prior BAC activities, the BAC will take custody of the
submitted Bids, with the opening deferred to the next working day at the same time
and venue. The BAC will issue a formal Notice to Bidders by posting it on the BAC
Secretariat/Procurement Unit electronic bulletin board and the PICC website,
providing the revised schedule.

19.3

Total ABC is THREE MILLION EIGHT HUNRED TWELVE THOUSAND
FORTY-FIVE PESOS (P3,812,045.00) VAT Inclusive.

The Sub-ABC per Lot is as follows:

LoTr | SUPPLYANDDELIVERY OF ELECTRICAL $354.120.00
LOTII SUPPLY AND T LT LIGHTING $2,375,350.00
LOT I SUPPLY %Nﬁfﬁégfggeg};ws AND $438,350.00
LoTTy | SUPPLYAND DELIVERY OF ELECTRONIC P264.725.00
LoTv SUPPLY AND DELIVERY OF TOOLS AND $379.500.00
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20.2

Within a non-extendible period of five (5) calendar days from receipt by the bidder of
the notice from the BAC that it submitted the LCB, the Bidder shall submit the
following documentary requirements:

a. Certified Photocopy of the CY 2023 Income and Business Tax Returns with proof
of payment;

b. Sections III and V of the bid documents, signed on each and every page by the
bidder’s authorized representative;
c. Valid Tax Clearance;
d. Brochure or downloaded catalog of the following items:
LotI—TItem nos. 2 & 3
Lot IT - All items
Lot IV —Item nos. 55 & 56
Lot V — All items
e. UL/ETL Certification of Item No. 38
f. Company Profile with sketch of office location;
g. Certificate of Satisfactory Completion & Acceptance of previous PICC projects
undertaken within the last three (3) years, if any.

21.2

No additional requirement
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Section VII. Technical Specifications

(REFER TO THE ATTACHED REVISED TECHNICAL
SPECIFICATIONS)

26
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ChecKklist of Technical and Financial Documents
I. TECHNICAL COMPONENT ENVELOPE

Class “A” Documents

Legal Documents

O (a) Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages)
in accordance with Section 8.5.2 of the IRR. If any of the documents in
Annex “A” are expired, the updated document shall be submitted during post-
qualification;

Technical Documents

O (b) Statement of the prospective bidder of all its ongoing government and private
contracts, including contracts awarded but not yet started, if any, whether
similar or not similar in nature and complexity to the contract to be bid
(Annex “A”); and

[0 (c) Statement of the bidder’s Single Largest Completed Contract (SLCC) similar
to the contract to be bid, except under conditions provided for in Sections
23.4.1.3 and 23.4.2.4 of the 2016 revised IRR of RA No. 9184, within the
relevant period as provided in the Bidding Documents (Section “B”); and

O (d) Original copy of Bid Security. If in the form of a Surety Bond, submit also a
certification issued by the Insurance Commission or Original copy of
Notarized Bid Securing Declaration (Annex C*); and

O (e) Conformity with the Technical Specifications (Section VII) signed on each
and page by the authorized signatory, which includes production/delivery
schedule, manpower requirements, and/or after-sales/parts (Section VI), if
applicable; and

O (© Original duly signed Omnibus Sworn Statement (OSS) and if applicable,
Original Notarized Secretary’s Certificate in case of a corporation,
partnership, or cooperative; or Original Special Power of Attorney of all
members of the joint venture giving full power and authority to its officer to
sign the OSS and do acts to represent the Bidder (Annex “D).

Financial Documents
[0 (g) The prospective bidder’s computation of Net Financial Contracting Capacity
- (NFCC) (Annex “E”) or A committed Line of Credit from a Universal or
Commercial Bank in lieu of its NFCC computation.

Class “B” Documents
O (h) Ifapplicable, a duly signed joint venture agreement (JVA) in case the joint
venture is already in existence or duly notarized statements from all the
potential joint venture partners stating that they will enter into and abide by
the provisions of the JVA in the instance that the bid is successful.

II. FINANCIAL COMPONENT ENVELOPE
[ (i)  Original of duly signed and accomplished Financial Bid Form;
O ()  Revised Bill of Materials/Cost Breakdown
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Cost Breakdown

Item
No.

Qty.

Unit

Article /Description

Unit
Price

Total Offer brand
Amount

LOTI-ELECTRICAL MATERIALS

1 6 pc Float switch, 15A, 2meter wire, circular

2 4 pc Wireless door bell, at least 300m range, 5
levels adjustable volume, led flash
indicator, with at least 30 chimes

3 4 pc Overload relay, 3P, 4-22A current setting
range, 0-60s time setting, with trip indicator
lamp and test/reset button (as per sample)

4 130 pc Rubber Plug, 2-prong, parallel, heavy duty,
10A, 250V

5 20 pc Hacksaw blade, bi-metal, 12", shatter proof,
18TPI

6 24 kg Rags, cotton, round, white

7 300 pc | Cloth duct tape, 48mm x 25m long
200 pes - gray, 50 pes - red, 50 pcs, green

8 100 pc Surface convenience outlet with ground,
10A, 250V, 3-gang (for extension cord)

9 200 pc Push-in plug socket, 2-pin cable mount
female, male mains inline connector, 10A,
250V, with cord grips (as per sample)

10 250 set | Duplex universal outlet with ground in
stainless plate, 16A

11 10 pc Square floor outlet with duplex outlet, pop-
up, 250V, 104, 120mmx129mm, metal
cover

12 250 pc Porcelain receptacle, E27 (as per sample)

13 62 set | One-gang switch assembly, 250V, 16A

14 62 set | Two-gang switch assembly, 250V, 16A

15 40 set Wireless smart light switch, 220V, 10A,
complete receiver and battery

16 120 pc Weatherproof PAR lamp holder, IP65,
metallic materials, E27 socket, with
gasket (as per sample)

17 210 pc | Fluorescent tube holder for T8 (as per
sample)

18 45 pc | Threaded rod, 3/8"dia. X 10ft long,
electrogalvanized steel

19 2 roil | Black cloth, 5ft x 180ft, cotton, thick
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Item | Qty. | Unit Article /Description Unit Total Offer brand
No. Price Amount
20 2 box | Black screw, 3.5mm x 25mm, self tapping
(900pcs/box)

21 2 box | Black screw, 3.5mm x 25mm, self drilling
(900pcs/box)}

22 2 box | Black screw, 3.5mm x 40mm, self tapping
(400pcs/box)

23 2 box | Black screw, 3.5mm x 40mm, self drilling
(400pcs/box)

24 2 box | Black screw, 3.5mm x 75mm, self tapping
(250pcs/box)

25 2 box | Black screw, 3.5mm x 75mm, self drilling

{250pcs/box)

SUB-TOTAL:

LOT II - LIGHTING MATERIALS

26

16

PC

LED Floodlight, minimum of 150watts,
6500K, =110° beam angle, 100 - 260
VAC, min. of 165 Im/w, IP65, black
diecast aluminum with tempered glass

27

714

pc

LED bulb, 15-18 watts, natural white or
3,000K, E27, 230VAC, at least 80 CRI,
minimum of 20000 burning hours CE &
RoHS certified

28

22

pe

LED Power supply for strip lights, 12V,
min. of 150watts, IP67 weatherproof

29

90

Pc

Dimmable LED PAR 56 lamps
Wattage: Min. of 36 watts

Voltage: 220V AC

Size: 176.5mm dia x 117 mm height
Beam Angle: 120 degrees

Base: GX16D

Color Temperature: 2700 - 3000K.
Lumen: 30,000 (minimum)

RA: >80

30

12

pc

LED PAR, 18x12W, Full color, DMX
compatible, 220VAC, IP65 waterproof

31

20

jue

LED BAR light, wall washer, 1 meter
35x3W, full color, DMX compatible,
220VAC, IP65 waterproof

32

100

joi¥

Acrylic Clear Tube, PMMA, 165mm @ x
500mm long x 4mm thickness

33

set

Halogen Floodlight, 300watts, 220-240V,
indoor, die-cast aluminum casing

34

35

pc

LED Square Downlight, 12watts, 220VAC
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Item
No.

Qty.

Unit

Article /Description

Unit
Price

Total
Amount

Offer brand

35

90

PC

LED Panel type downlight, round, 12watts,
220VAC, 6" to 8" ceiling cutout, warm
white, 3000K

36

set

LED Tape Flex

Color: RGB

Cutting unit: 1 meter

Operating voltage: 220VAC

length: 25 m/roll

Complete with the following accessories:
3 pcs Female power cord

4 pes Plastic end cap

20 pes mini aluminum channel

37

50

PC

Recessed LED downlight, tiltable, min.'of 7
watts, daylight, 220VAC, 90mm @ x
43 .4mm

38

1300

pc

LED tubes, 18 watts,

Length: 1.2m

Input voltage: 220V (without ballast)
Beam angle: at least 180 degrees

color Temp.: Daylight

Difuser: Frosted poly carbonated cover
Min. lifetime: 50000 hours

Min. flux: 100 Im

Offer brand must be RoSH and UL/ETL
certified

39

pc

Wall lamp, indoor with 2 LED bulbs and
frosted glass difuser (as per sample)

40

70

el

Moisture and dustproof lighting fixture,
ABS base, polycarbonate cover, for 2 x 18
watts LED tube

4]

30

roll

LED strip lights, 12VDC, daylight, Sm/roll,

42

100

pc

Recessed type lighting fixture (Troffer
type)

Made from steel plate with powder coating
treatment, single parabolic mirrorized
aluminum reflector, high purity aluminum
louvers, pre-wired with holder for 1 x LED
tube, 12" x 48"

SUB-TOTAL:

LOT III - WIRES AND CABLES MATERIALS (BPS Certified)

43

4

roll

Flat Cord, AWG #16/2, black

44

11

roll

THHN Wire, 5.5mm?2, copper, 150m/roll

13
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Item | Qty. | Unit Article /Description Unit Total Offer brand
No. Price Amount

45 7 roll | THHN Wire, 8.0mm2, copper, 150m/roll

46 18 roll | THHN Wire, 3.5mm2, copper, 150m/roll

47 9 roll | Royal cord #12/2C, copper, 75m/roll

4 | 9 | roll | Roval cord #14/2C, copper, 75m/roll

SUB-TOTAL:

LOT 1V - ELECTRONIC MATERIALS

49 8 pes | Microphone cable, 2 core, stranded, copper
conductor, 100m/roll

Capacitance : 120pF/m

Braid: copper

Filler material: cotton

Insulation material: PVC

voltage rating: 300V

UL certified

50 50 pcs | XLR Connector, 3-pin, male (as per
sample)

body orientation: Straight

Housing material: zinc

No. of contact: 3

termination method: solder

51 45 pes | XLR Connector, 3-pin, female (as per
sample}

body orientation: Straight

Housing material: zinc

No. of contact: 3

termination method: solder

52 225 pcs Battery, Size AAA, 1.5V, alkaline, with at
least five (5) years expiration date from the
date of purchase

53 52 pcs | Telephone outlet, I-gang plate, flame
retardant (urea resin), prevent electric
shock, durable and smooth operations,
quick and secure connection, easy to install

54 80 pcs | Telephone outlet, 2-gang plate, flame
retardant (urea resin), prevent electric
shock, durable and smooth operations,
quick and secure connection, easy to install
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Item
No.

Qty.

Unit

Article /Description

Unit
Price

Total
Amount

Offer brand

35

pes

HDMI Wireless extender

Transmitter - up to 50m transmission
distance, 2.4/5GHz dual-band, built-in
short HDMI cable with HDMI male port
(no need extra HDMI cable), start/stop
button, 4k@30Hz resolution
Receiver:2.4/5GHz dual band, HDMIx1,
USB-C PDx1, windozs and Mac
compatible

56

pcs

HDMI V2.0 splitter, 4K, 60Hz, 1-input 8-
output, 60fps, female IN to female OT,
HDMI compatible cables, 3480 x 2160 @
60Hz, with power adapter: AC100-240V,
SVDC output, CE & RoHS certified

SUB-TOTAL:

LOT V-TOOLS AND APPLIANCES

57

15

pcs

Automatic Hand Dryer, 1150-1350 watts
input power, 60m/s air speed, brush motor,
1520 cm sensing distance, IP13
waterproof, brush stainless steel,
dimensions (as per sample)

58

15

pes

Automatic Hand Dryer, 1400-1650 watts
input power, 650-750 watts heating power,
60m/s air speed, brush motor, 15-20 c¢m
sensing distance, IP13 waterproof, brush
stainless steel, dimensions (as per sample)

59

pcs

Industrial exhaust fan, 20" dia, 4-leaf metal
fan blade with front and back grills,
350watts (min.), 220V, 1-phase, 1600rpm,
sealed-type motor bearing, with thermal
cut-off fuse

60

pcs

Industrial exhaust fan, 14" dia, 4-leaf metal
fan blade with front and back grills, 90watts
{min.), 220V, 1-phase, 1600rpmt

61

units

Crimping tools, pass trough technology,
crimp 6-pin & 8-pin modular connector,
with cutter, with stripper, work with #26 to
#23 AWG UTP cable,
As per sample

62

units

LAN cable/network cable tester R145 RJ11,
9V battery power supply, ABS resin
material, complete with user manual and 9V
battery

35
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Item

Qty.

Unit

Article /Description

Unit
Price

Total
Amount

Offer brand

63

set

Manual knockout puncher, 1/2", 3/4", 1", 1
1/4", 1 1/2", 2" diameter
Ridgid or approved equavalent

64

set

Heavy duty wall conduit bender for 1/2" -
3/4" IMC pipe
Ridgid or approved equivalent

65

units

Cordless drill set, 12V, 3/8 inches driver
drill with one extra 1.5Ah battery, charger,
phillips bit and belt clip and camrying case
Makita or approved equivalent

66

unit

Rotary Hammer drill

Continuous rating input: 800W
Impact energy: EPTA-procedure
05/2009:2.87

Blows per minute: 0-4500

No load speed: 0-1100 rpm

3 operation modes - hammering,
hammering with rotation, rotation
compact L-shape motor housing
one-touch sliding chuck enables easy bit
change

Makita or approved equivalent

SUB-TOTAL:

Prepared by:‘:

‘Signature over printed name of Authorized Representative

Position

Date
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Technical Specifications

SUPPLY AND DELIVERY OF VARIOUS ELECTRICAL AND ELECTRONICS
SUPPLIES, PARTS, AND MATERIALS

. . . Statement of
Item | Qty. Unit Specification Compliance
LOTI-SUPPLY AND DELIVERY OF ELECTRICAL MATERIALS

1 6 pc Float switch, 15A, 2meter wire, circular

2 4 pc Wireless door bell, at least 300m range, 5 levels adjustable
volume, led flash indicator, with at least 30 chimes

3 4 pc Overload relay, 3P, 4-22A current setting range, 0-60s time
setting, with trip indicator lamp and test/reset button (as per
sample)

4 130 pc Rubber Plug, 2-prong, parallel, heavy duty, 104, 250V

5 20 pc Hacksaw blade, bi-metal, 12", shatter proof, 18TPI

6 24 kg Rags, cotton, round, white

7 300 pc Cloth duct tape, 48mm X 25m long
200 pes - gray, 50 pcs - red, 50 pcs, green

8 100 pc Surface convenience outlet with ground, 10A, 250V, 3-gang
(for extension cord)

9 200 pc Push-in plug socket, 2-pin cable mount female, male mains
inline connector, 10A, 250V, with cord grips (as per sample)

10 250 set Duplex universal outlet with ground in stainless plate, 16A

11 10 pc Square floor outlet with duplex outlet, pop-up, 250V, 10A,
120mmx129mm, metal cover

12 250 pc Porcelain receptacle, E27 (as per sample)

13 62 set One-gang switch assembly, 250V, 16A

14 62 set Two-gang switch assembly, 250V, 16A

15 40 set Wireless smart light switch, 220V, 10A, complete receiver and
battery

16 120 pc Weatherproof PAR lamp holder, IP65, metallic materials,
E27 socket, with gasket (as per sample)

17 210 pc Fluorescent tube holder for T8 (as per sample)

18 45 pc Threaded rod, 3/8"dia. X 10ft long, electrogalvanized steel

19 2 roll Black cloth, 5ft x 180ft, cotton, thick

20 2 box Black screw, 3.5mm x 25mm, self tapping (900pcs/box)

21 2 box Black screw, 3.5mm x 25mm, self drilling (900pcs/box)

22 2 box | Black screw, 3.5mm x 40mm, self tapping (400pcs/box)

38
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Statement of

Item | Qty. Unit Specification Compliance
23 2 box Black screw, 3.5mm x 40mm, self drilling (400pcs/box)
24 2 box Black screw, 3.5mm x 75mm, self tapping (250pcs/box)
25 2 box Black screw, 3.5mm x 75mm, self drilling (250pcs/box)

LOT II - SUPPLY AND DELIVERY OF LIGHTING MATERIALS

26 16 pc LED Floodlight, minimum of 150watts, 6500K, =110° beam
angle, 100 - 260 VAC, min. of 165 Im/w, IP65, black diecast
aluminum with tempered glass

27 714 pc LED bulb, 15-18 watts, natural white or 3,000K, E27,
230VAC, at least 80 CRI, minimum of 20000 burning hours

CE & RoHS certified

28 22 pc LED Power supply for strip lights, 12V, min. of 150watts, IP67
weatherproof

29 90 pc Dimmable LED PAR 56 lamps

Wattage: Min. of 36 watts

Voltage: 220V AC

Size: 176.5mm dia x 117 mm height
Beam Angle: 120 degrees

Base: GX16D

Color Temperature: 2700 - 3000K
Lumen: 30,000 (minimum}

RA: >80

30 12 pc LED PAR, 18x12W, Full color, DMX compatible, 220VAC,
IP65 waterproof

31 20 pc LED BAR light, wall washer, 1 meter 35x3W, full color, DMX

compatible, 220VAC, IP65 waterproof

32 100 pc Acrylic Clear Tube, PMMA, 165mm @ x 500mm long x
4mm thickness

33 4 set Halogen Floodlight, 300watts, 220-240V, indoor, die-cast
. aluminum casing
34 35 pc LED Square Downlight, 12watts, 220VAC
35 90 pc | LED Panel type downlight, round, 12watts, 220VAC, 6" to 8"
ceiling cutout, warm white, 3000K
36 1 set LED Tape Flex
Color: RGB

Cutting unit: 1 meter

Operating voltage: 220VAC

length: 25 m/roll

Complete with the following accessories:
3 pcs Female power cord

4 pcs Plastic end cap

20 pecs mini aluminum channel

37 50 pc Recessed LED downlight, tiltable, min. of 7 watts, daylight,
220VAC, 90mm @ x 43.4mm
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Statement of

Item | Qty. Unit Specification Compliance

38 1300 pc LED tubes, 18 watts,

Length: 1.2m

Input voltage: 220V (without ballast)

Beam angle: at least 180 degrees

color Temp.: Daylight

Difuser: Frosted poly carbonated cover

Min. lifetime: 50000 hours

Min. flux: 100 im

Offer brand must be RoSH and UL/ETL certified

39 6 pc Wall lamp, indoor with 2 LED bulbs and frosted glass difuser
(as per sample)
40 70 pc Moisture and dustproof lighting fixture, ABS base,

polycarbonate cover, for 2 x 18 watts LED tube

41 30 roll LED strip lights, 12VDC, daylight, Sm/roll,

42 100 pc Recessed  type  lighting  fixture  (Troffer  type)
Made from steel plate with powder coating treatment, single
parabolic mirrorized aluminum reflector, high purity aluminum
louvers, pre-wired with holder for 1 x LED tube, 12" x 48"

LOTIII-SUPPLY AND DELIVERY OF WIRES AND CABLES MATERIALS (BPS

Certified)
43 4 roll Flat Cord, AWG #16/2, black
44 11 roll THHN Wire, 5.5mm?2, copper, 150m/roll
45 7 roll THHN Wire, 8.0mm?2, copper, 150m/roll

46 18 roll THHN Wire, 3.5mm2, copper, 150m/roll

47 9 roll Royal cord #12/2C, copper, 75m/roll

48 9 roll Royal cord #14/2C, copper, 75m/roll

LOT IV - ELECTRONIC MATERIALS

49 8 pcs Microphone cable, 2 core, stranded, copper conductor,
100m/roll

Capacitance : 120pF/m

Braid: copper

Filler material: cotton

Insulation material: PVC

voltage rating: 300V

UL certified

50 50 pces XLR Connector, 3-pin, male (as per sample)
body orientation: Straight

Housing material: zinc

No. of contact: 3

termination method: solder
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Statement of

Item | Qty. Unit Specification Compliance

51 45 pcs XLR Connector, 3-pin, female (as per sample)
body orientation: Straight
Housing material: zinc
No. of contact: 3
termination method: solder

52 225 pcs Battery, Size AAA, 1.5V, alkaline, with at least five (5) years
expiration date from the date of purchase

53 52 pes Telephone outlet, 1-gang plate, flame retardant (urea resin),
prevent electric shock, durable and smooth operations, quick
and secure connection, easy to install

54 80 pcs Telephone outlet, 2-gang plate, flame retardant (urea resin),
prevent electric shock, durable and smooth operations, quick
and secure connection, ¢asy to install

55 6 pcs HDMI Wireless extender
Transmitter - up to 50m transmission distance, 2.4/5GHz dual-
band, built-in short HDMI cable with HDMI male port (no
need extra HDMI cable), start/stop button, 4k@30Hz
resolution
Receiver:2.4/5GHz dual band, HDMIx1, USB-C PDx1,
windozs and Mac compatible

56 6 pcs HDMI V2.0 splitter, 4K, 60Hz, 1-input 8-output, 601ps, female

IN to female OT, HDMI compatible cables, 3480 x 2160 @
60Hz, with power adapter: AC100-240V, 5VDC output, CE &
RoHS certified

LOT V -SUPPLY AND DELIVERY OF TOOLS AND APPLIANCES

57

15

pes

Automatic Hand Dryer, 1150-1350 watts input power, 60m/s air
speed, brush motor, 15-20 cm sensing distance, IP13
waterproof, brush stainless steel, dimensions {as per sample)

58

15

pcs

Automatic Hand Dryer, 1400-1650 watts input power, 650-750
watts heating power, 60m/s air speed, brush motor, 15-20 cm
sensing distance, IP13 waterproof, brush stainless steel,
dimensions (as per sample)

59

pcs

Industrial exhaust fan, 20" dia, 4-leaf metal fan blade with front
and back grills, 350watts (min.), 220V, 1-phase, 1600rpm,
sealed-type motor bearing, with thermal cut-off fuse

60

pcs

Industrial exhaust fan, 14" dia, 4-leaf metal fan blade with front
and back grills, 90watts (min.), 220V, 1-phase, 1600rpm

61

units

Crimping tools, pass trough technology, crimp 6-pin & 8-pin
modular connector, with cutter, with stripper, work with #26 to
#23 AWG UTP cable,

As per sample

62

units

LAN cable/network cable tester RJ45 RJ11, 9V battery power
supply, ABS resin material, complete with user manual and 9V
battery

63

set

Manual knockout puncher, 1/2", 3/4", 1", 1 1/4", 1 1/2", 2"
diameter
Ridgid or approved equavalent

41
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Statement of

Item | Qty. Unit Specification Compliance
64 1 set Heavy duty wall conduit bender for 1/2" - 3/4" IMC pipe
Ridgid or approved equivalent
65 2 units Cordless drill set, 12V, 3/8 inches driver drill with one extra
1.5Ah battery, charger, phillips bit and belt clip and carrying
case
Makita or approved equivalent
66 1 unit Rotary Hammer drill

Continuous rating input: 800W

Impact energy: EPTA-procedure 05/2009:2.87

Blows per minute: 0-4500

No load speed: 0-1100 rpm

3 operation modes - hammering, hammering with rotation,
rotation

compact L-shape motor housing

one-touch sliding chuck enables easy bit change

Makita or approved equivalent

each Specification stating the corresponding performance parameter of the equipment offered.

STATEMENT OF COMPLIANCE

Bidders must state here either “Comply” or “Not Comply” against each of the individual parameters of

Note:

Statements of “Comply” or “Not Comply " must be supported by evidence in a Bidders Bid and
cross-referenced to that evidence. Evidence shall be in the form of manufacturer’s un-amended
sales literature, unconditional statements of specification and compliance issued by the
manufacturer, samples, independent test data etc., as appropriate. A statement that is not
supported by evidence or is subsequently found to be contradicted by the evidence presented
will render the Bid under evaluation liable for rejection. A statement either in the Bidder's
statement of compliance or the supporting evidence that is found to be false cither during Bid
evaluation, post-qualification or the execution of the Contract may be regarded as fraudulent
and render the Bidder or supplier liable for prosecution subject to the applicable laws and

issuances.
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