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SUPPLEMENTAL BID BULLETIN

Republic of the Philippines
PHILIPPINE INTERNATIONAL CONVENTION CENTER
PICC Complex, 1307 Pasay City
BIDS AND AWARDS COMMITTEE (BAC)

July 21, 2025
SUPPLY AND INSTALLATION OF VENTILATION SYSTEM AT THE
SERVICE PANTRY WAREHOUSE
ADDENDUM NO. 01
This Addendum is issued to amend/revise certain provisions of the

Bid Documents for the above captioned procurement. Said amendments
are as follows:

e Section III- Bid Data Sheet has been changed to read as:

e ITB Clause 17.1

e The date and time of bid opening is July 29, 2025 at
1:30 p.m. .

e Section V- Special Conditions of the Contract has been changed to
read as:

¢ GCC Clause 2.2

e« 3. Final Completion Report certifying 100%
project accomplishment, with supporting
photographic documentation as proof of
completion.

e Section VII- Technical Specification have been changed to read as:

e 1.1.6.4. Five (5) units heavy-duty Variable Frequency
Drive Motor Controller.

e 1.1.6.5. Five (5) sets On and off (green and red)
industrial control switch with pilot light indicator,
selector switch, relays, wires and conduits, overload
protector with by-pass Manual/Automatic Switch
(Selector Switch).
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Corrected copies are attached. Bidders are advised to replace their
original copies with the corrected copies.

For guidance and information of all concerned.

M
ME . ESPELA

Chajrpersgn fr

Received by:

(Signature over printed name)
Telephone/Fax No.
Date:

Name of Company:




17.1

The place of bid

BAC CONFERENCE ROOM
D-100, Ground Floor, Delegation Building
PICC Complex, 1307 Pasay City

The date and time of bid opening is July 29, 2025 at 1:30 p.m.

In the event that the Bids cannot be opened as scheduled due to justifiable
reasons, and in the absence of prior BAC activities, the BAC will take custody
of the submitted Bids, with the opening deferred to the next working day at
the same time and venue. The BAC will issue a formal Notice to Bidders by
posting it on the BAC Secretariat/Procurement Unit electronic bulletin board
and the PICC website, providing the revised schedule.

19.3

Total ABC is SEVEN MILLION FOUR HUNDRED EIGHTY THOUSAND
THREE HUNDRED THIRTY-FIVE PESOS (P7,480,335.00), VAT
Inclusive.

20.2

Within a non-extendible period of five (5) calendar days from receipt by the
bidder of the notice from the BAC that it submitted the LCB, the Bidder shall
submit the following documentary requirements:

a. CY 2024 Income and Business Tax Returns with proof of
payment;

b. Sections III and V of the bid documents, signed on each and every
page by the bidder’s authorized representative;

Company profile and organizational chart;

d. List of works/projects related to the supply and installation, repair
and maintenance of Supply/Exhaust Ventilation System detailing
the name of clients, contact person and telephone numbers,
completion dates and contract price for the last three (3) years

e. Certificate of ocular inspection issued by Mechanical Services
Division

f. Certificate of Satisfactory Completion & Acceptance of previous
PICC projects undertaken within the last three (3) years, if any.

21.2

No additional requirement
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Special Conditions of Contract

GCC
Clause
1 The Procuring Entity is The Philippine International Convention Center
(PICC)
2.2 Payment
Payment shall be released in full within thirty (30) calendar days after
final acceptance by PICC or its representative of the Contractor's
completed work, and submission of billing and complete supporting
documents by Contractor as follows:
1.) Billing Invoice / Service Invoice
2.) Valid Tax Clearance
3.)Final Completion Report certifying 100% project
accomplishment, with supporting photographic
documentation as proof of completion.
4,) Delivery receipt of equipment/materials
5.) Testing and commissioning report
6.) Two (2) sets of Equipment manuals as follows:
6.1. equipment specifications catalog
6.2. operation and maintenance manual.
7.) Original Notarized copy of One (1)-Year Warranty Certificate for
workmanship and materials/equipment supplied by the Contractor.
8.) Three (3) sets Detailed As-built installation plans and three (3) sets
electrical layout. One of the three (3) sets of each plan is the
original drawing using tracing paper, 30"x40” sheet format. Others
are in blue prints
3 Performance Security

Within ten (10) calendar days from receipt of the Notice of Award, butin no
case later than the signing of the contract by both parties, the successful
Bidder shall furnish the performance security in any of the following forms:

Form of Performance Security

Amount of Performance Security
(Equal to Percentage of the Total
Contract Price)

Cash or Cashier's/Manager's Check
issued by a Universal or Commetrcial
Bank.

Five percent {5%)

Bank draft/quarantee issued by a
Universal or Commercial Bank

Five percent (5%)

Surety bond callable upon demand
issued by a surety or insurance
company duly certified by the
Insurance Commission as authorized
to issue such security.

Thirty percent {30%)
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the manufacturer for safe and proper
operation of each unit instalied.

1.1.6.2.0ne (1) lot Weather Proof/NEMA 4X
Panelboard.

1.1.6.3.0ne (1) lot Electrical Wires, 3 x 30mm2/2awg
THHN Copper wire + 1 x 5.5mm2/10awg
THHN (ground) for the 125AT/AF and 3 x
5.5mm2/10awg THHN Copper wire + 1 x
3.5mm2/12awg THHN (ground) for the
30AT/AF or what is being recommended by
the manufacturer for each unit installed
complete with IMC conduits and hanger and
supports.

1.1.6.4. Five (5) units heavy-duty Variable
Frequency Drive Motor Controller

1.1.6.5. Five (5) sets On and off (green and red)
industrial control switch with pilot light
indicator, selector switch, relays, wires
and conduits, overload protector with
by-pass Manual/Automatic Switch
(Selector Switch).

1.1.7. One (1) lot Duciwork shall be of galvanized iron
sheet in gages conforming American Society for
Testing and Materials (ASTM) A527, coating G90
“Apo Galfan”, Duct construction shall be in
accordance with Sheet Metal and Air Conditioning
Contractors National Association (SMACNA) low
velocity duct manual and American Society of
Heating, Refrigeration and  Air-conditioning
Engineers (ASHRAE) recommendation.

1.1.7.1.Volume control damper, turning vanes & split
dampers at all branches of exhaust air
ducting shall be provided/installed at
points/sections as necessary for proper air
balancing.

1.1.7.2.Use semi rigid round fiexible duct from duct
to exhaust grille connection using a duct
connector (DC150) and steel clamps
(5C2150). Flexible duct shall not exceed 3m
in length and is made from 0.1mm thick
aluminum. AS1530.3 and S1668.1
compliant. Temp-rated from -20C to 150C.

1.1.7.3.Certified Reports: Submit testing, adjusting,
and air balancing reports bearing the seal
and/or signature of the Test and Balance
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