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SUPPLEMENTAL BID BULLETIN
Republic of the Philippines
PHILIPPINE INTERNATIONAL CONVENTION CENTER
PICC Complex, 1307 Pasay City
BIDS AND AWARDS COMMITTEE (BAC)
October 22, 2025

PROCUREMENT OF SPARE PARTS, UPS AND OPERATOR CONTROL PANEL FOR
BAGGAGE X-RAY MACHINES

ADDENDUM NO. 01
This Addendum is issued to amend/revise certain provisions of the Bid Documents
for the above-captioned procurement. Said amendments are as follows:
L. Section V- Special Conditions of the Contract have been revised to read as:
o GCC Clause 5

e« The key personnel must meet the required minimum years of
experience set below:

[ Gecc Clause

Warranty period
For Lot I and II

1. The warranty period is one (1) year from the date of final
acceptance of the equipment.

The warranty will cover pick-up, delivery, repair, labor, and
replacement parts with the same specifications.

The Obligation for the Warranty shall be covered by either
retention money or special bank guarantee in an amount
equivalent to five percent (5%) of the total contract price

=
I1. Section VI- Schedule of Requirements have been revised to read as:
Item Description "
Numbear Completion, Weeks/Months
Lot T Procurement of Spare Parts for | The complete delivery must be

Baggage X-ray Machine made within ninety (90) calendar

_ days after the release of the Notice

Procuresmen:: o(ful_llar;)ntergupted to Proceed and has been received
Power Supply an by the supplier

LeL 1 Operator Control Panel (OCP) -

Linux with Touch Pad
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III. Section VIII- Checklist of Requirements have been revised to read as:
« FINANCIAL COMPONENT ENVELOPE
¢ (j) Cost Breakdown

LOT II - PROCUREMENT OF UNINTERRUPTED POWER SUPPLY (UPS) AND
OPERATOR CONTROL PANEL (OCP) - LINUX WITH TOUCH PAD

Itern Qty Unit EQUIPMENT

6kVA UPS

General Specifications

Output Power Factor = 0.9

Online UPS

Up to 95% (ECO mode)

Input Frequency Range 40-70 Hz

Voltage Range: 176-288Vac

Key Features

ECO mode,

RS5232 (standard), USB & SNMP card (optional)
LCD+LED display

Performance Metrics

Protections: Short-circuit, overload, overvoltage &
battery low-voltage

Noise Level: <55 dB

Batteries

192 Vvdc

12V/7Ah x 16 to 20pcs

Physical & Environmental

At most 195mm x 470mm x 720mm (tower)
Gross weight at most 70kg (tower)

Operating Conditions:

Temperature: 0°C to 40°C (battery-dependent).
Humidity: 0-95% (non-condensing).
Compliance & Safety

IP20 protection

1 2 units

The corrected copies are attached. These changes are effective immediately and
incorporated into all applicable sections of this bidding document including the relevant
portion in the Technical Specifications. Bidders are advised to replace their original copies
with the corrected copies.

For guidance and information of all concerned.

Chairperson

Received by:

(Signature over printed name)
Telephone/Fax No.
Date:

Name of Company:




Warranty period

For Lot I and II

1. The warranty period is one (1) year from the date of final
acceptance of the equipment.

2. The warranty will cover pick-up, delivery, repair, labor, and
replacement parts with the same specifications.

The Obligation for the Warranty shall be covered by either retention
money or special bank guarantee in an amount equivalent to five
percent (5%) of the total contract price

The period for correction of defects is seven (7) calendar days upon receipt
of notice from PICC project-in-charge.
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Section VI. Schedule of Requirements

The delivery schedule expressed as weeks/months stipulates hereafter a delivery date
which is the date of delivery to the project site.

Item Description Completion, Weeks/Months
Number
LSt Procurement of Spare Parts for

Baggage X-ray Machine The complete delivery must be made

within ninety (90) calendar days after
Procurement of Uninterrupted Power the release of the Notice to Proceed and
Lot II Supply (UPS) and Operator Control | has been received by the supplier

Panel (OCP) - Linux with Touch Pad

I hereby commit to comply and deliver all the above requirements in accordance
with the above stated schedule.

Name of Company / Bidder

Signature over printed Name of Authorized Representative

Position

Date
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COST BREAKDOWN

LOT II - PROCUREMENT OF UNINTERRUPTED POWER SUPPLY (UPS) AND OPERATOR
CONTROL PANEL (OCP) - LINUX WITH TOUCH PAD

Item
No.

QTY

EQUIPMENT

UNIT PRICE

TOTAL PRICE

2 units

6kVA UPS

General Specifications

Output Power Factor = 0.9

Online UPS

Up to 95% (ECO mode)

Input Frequency Range 40-70 Hz
Input Voltage Range: 110-288Vac
Key Features

Digital parallel technology active
power factor correction (APFC).

ECO mode, frequency conversion
R5232 (standard), USB & SNMP card
(optional)

LCD+LED display

Performance Metrics

Protections: Short circuit, overload,
overvoltage & battery low voltage
Noise Level: =55 dB

Batteries

192 Vdc

12V/7Ah x 16 to 20pcs of in built
batteries

Physical & Environmental

At most 190mm x 460mm x 700mm
(tower)

Gross weight at most 70kg (tower).
Operating Conditions:

Temperature: 0°C to 40°C (battery
dependent).

Humidity: 0-95% (non condensing).
Compliance & Safety

1P20 protection

1.4

1 piece

OCP - Linux w/ Touchpad, Part ID: X
OCP_TOUCH T

Part Description: OCP Touch w/
Threat Button

TOTAL AMOUNT:

Signature

Name of Reprasentative

Date

Corrected Copy




4. FICC representatives reserve the right to inspect and reject any
items that do not meet specifications or are of inferior quality.

5. The supplier shall indemnify PICC against any claims, damages,
or expenses resulting from injury or accident caused by the
supplier.

6. The supplier is responsible for Customs duties, VAT, and
zdditional delivery charges.

7. FICC reserves the right to cancel the contract and seek
camages if the supplier neglects or fails to fulfill the order.

VI General Conditions of the Contract:

1. Frices must be valid for at least 120 calendar days from the
clate of quotation.

2. The supplier is responsible for sourcing supplies and ensuring
timely delivery according to specifications. Failure to do so may
result in contract cancellation.

3. The supplier must pick up the Purchase Order (PO) within five
(5) days of notification. Failure to claim may result in the PO
being sent via messenger at the awardee's expense.

4. If the supplier accepts the Notice to Proceed (NTP) but fails to
celiver on time, they may be granted a maximum extension of
30 calendar days, subject to liquidated damages.

5. Rejected deliveries will be treated as non-delivery and incur
penalties.

6. The supplier must guarantee that all deliveries are free from
cefects, and defective products must be replaced within seven
(7) calendar days upon written notice.

7. A penalty of 0.1% of the total product value will be imposed for
each day of delivery delay.

8. The supplier is responsible for all duties, taxes, and incidental
charges.

9. All transactions are subject to withholding of creditable VAT per
Revenue Regulation No. 10-93.

I Projact Title: Procurement of Uninterrupted Power Supply (UPS)
and Operator Control Panel (OCP) - Linux with Touchpad (Lot 2)

II. Description of the Project:

Addresses the requirements for backup power supply and control
systams with unique technical specifications and compatibility with
the existing baggage x-ray machine necessary for system
operation. This project covers Auto-Clear brand X-ray machines,
specifically models 6040DV-160KV and 1001000BDV-160KV.

Lot IT
111, Technical Specifications:
1. 6kVA UPS
e 2 units

(General Specifications

o Power Range: 6 kVA - 10 kVA (PF 1.0)

o Efficiency: Up to 95% (ECO mode)

o Frequency Range: 40-70 Hz (auto-sensing 50 Hz)

« Voltage Range: 110-120V (time-to-voltage recovery: 100%
backup)

o Key Features
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IV.

« Advanced Technology: Digital parallel technology, dual-
input design, active power factor correction (APFC).

Battery Management

« Flexible configuration (1-30 batteries).

« High charging current (max. 12A).

« Automatic battery management (extends life by 50%).

¢« Modes: ECO mode, frequency conversion (60 Hz/24 Hz
output).

« Communication: RS232 (standard), optional
USB/Bluetooth.

Performance Metrics

« Transient Response: <10ms (uninterrupted switchover).

« Protections: Short-circuit, overload, overvoltage, battery
low-voltage, etc.

« Noise Level: <55 dB (operational).

Physical & Environmental

¢« Dimensions (mm):

« Unit: 191 x 405 x 211 (3U rack) / 191 x 405 x 308 (tower).

« Packaged: 310 x 654 x 544,

« Weight: 63 kg (rack), 14.5 kg (tower).

« QOperating Conditions:

« Temperature: -25°C to +65°C (battery-dependent).

« Humidity: 0-85% (non-condensing).

« Altitude: <1000 m.

Compliance & Safety

« Standards: IP20 protection, THD <3% (output).

OCP - Linux w/ Touchpad

« 1pc

¢« Part ID: X-OCP_TOUCH-T

« Part Description: OCP Touch w/ Threat Button

Conditions for Equipment:

1.

All items must be Original Equipment Manufacturer (OEM)
certified. The supplier must provide documentation verifying the
country of origin for each item.

The supplier must conduct compatibility testing of the
equipment with the x-ray machine post-delivery in collaboration
with the Preventive Maintenance System (PMS) contractor and
a PICC representative.

Conditions of the Contract:

1.

Equipment quality and quantity must meet PICC-approved
specifications.

Delivery costs are the responsibility of the supplier.

The supplier must ensure all delivered equipment is operational
upon delivery.

PICC representatives reserve the right to inspect and reject any
items that do not meet specifications or are of inferior quality.
The supplier shall indemnify PICC against any claims, damages,
or expenses resulting from injury or accident caused by the
supplier.

The supplier is responsible for Customs duties, VAT, and
additional delivery charges.

PICC reserves the right to cancel the contract and seek
damages if the supplier neglects or fails to fulfill the order.
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