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SUPPLEMENTAL BID BULLETIN

Republic of the Philippines
PHILIPPINE INTERNATIONAL CONVENTION CENTER
PICC Complex, 1307 Pasay City
BIDS AND AWARDS COMMITTEE (BAC)

March 23, 2026

SUPPLY OF LABOR AND MATERIALS FOR THE REPLACEMENT OF
DEFECTIVE DEVICES OF THE FIRE DETECTION AND ALARM SYSTEM
(FDAS)

ADDENDUM NO. 01

This Addendum is issued to amend/revise certain provisions of the Bid
Documents for the above-captioned procurement. Said amendments are as follows:

. Section III- Bid Data Sheet

» |TB Clause 5.4

¢ The Bidder's SLCC similar to the contract to be bid should have been
completed within Five (5) Years prior to the deadline for the submission
and receipt of bids.

e |TB Clause 16.1

¢ The Bid Security shall be in the form of a Bid Securing Declaration, or any
of the following:

« |TB Clause 27.1

« Within a non-extendible period of five (5) calendar days from
receipt by the bidder of the notice from the BAC that it submitted
the LCB, the Bidder shall submit the following documentary
requirements:

a. Certified Photocopy of the CY 2024 Income and Business
Tax Returns with proof of payment;

b. Sections III and V of the bid documents, signed on each
and every page by the bidder’s authorized representative;

c. Company Profile with sketch of office location;

d. Brochure of the items being offered;

e. Certificate of ocular inspection issued by the end-
user;

f. Curriculum Vitae or resume of the licensed
electrical or electronics engineer to be assigned as
part of the team for the PICC project;

g. Certificate of Satisfactory Completion & Acceptance of
previous PICC projects undertaken within the last five (5)
years, if any.
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- Section VIII- Philippine Bidding Document Related Forms has been
changed to read as:

* Philippine Bidding Document Related Forms
(Checklist of Technical and Financial Documents)

Table of Contents

Technical Documents

Statement of the prospective bidder of all its ongoing Annex
government and private contracts, including contracts “A”
awarded but not yet started, if any, whether similar or not

similar in nature and complexity to the contract to be bid

Statement of the bidder’s Single Largest Completed Contract Annex
(SLCC) similar to the contract to be bid, “B”
Original copy of Bid Security. If in the form of a Surety Bond, Annex
submit also a certification issued by the Insurance “C”
Commission or Original copy of Notarized Bid Securing
Declaration

Conformity with the Technical Specifications (Section VII-

signed on each and every page), which includes
production/delivery schedule, manpower requirements,

and/or after-sales/parts, if applicable

Original duly signed Omnibus Sworn Statement (OSS) and if Annex
applicable, Original Notarized Secretary’s Certificate in case of “D"

a corporation, partnership, or cooperative; or Original Special

Power of Attorney of all members of the joint venture giving

full power and authority to its officer to sign the OSS and do

acts to represent the Bidder

Financial Documents

The prospective bidder's computation of Net Financial Annex
Contracting Capacity (NFCC) or A committed Line of Credit “E”
from a Universal or Commercial Bank in lieu of its NFCC
computation.

*» The price schedule and the Contract Form have been deleted

The corrected copies are attached. Bidders are advised to replace their
original copies with the corrected copies.

For guidance and information of all concerned.

Received by:

(Signature over printed name)
Telephone/Fax No.
Date:

Name of Company:




Bid Data Sheet

" ITB Clause

1.1 The Procuring Entity is Philippine International Convention Center
The Project title is Supply of labor and materials for the Replacement of
Defective Devices of the Fire Detection and Alarm System (FDAS) at
PICC Main Building.
The identification number of the Contract is APP No. 2026-MC-008.
Note:
The Project Identification Number is assigned by the Procuring Entity in
accordance with its internal numbering scheme. It is distinct from PhilGEPS
reference number, which is generated only upon posting of the bid
opportunity on the PhilGEPS website.

12 Not Applicable

2 The Funding Source is:
The PICCI through the Approved CY 2026 Budget in the amount of
$1,922,000.00.

3.1 No further instructions.

5.2 Fo@gn Bidders, except those falling under ITB Clause 5.2(b), may not
participate in this Project.

| 5.4 The Bidder's SLCC similar to the contract to be bid should have been

completed within Five (5) Years prior to the deadline for the submission and
receipt of bids.
For this purpose, a similar contract shall refer to supply and installation
and/or maintenance of FDAS.

' The Bidder must have completed within the last (5) years a single contract
that is similar to this requirement, the amount of which shall be at least fifty
percent (50%) of the ABC.

556 Please see |ITB Clause 5.4

7 No further instructions.

8.1 Subcontracting is not allowed.

|

8.4 Not Applicable. B

9.1 The Procuring Entity will hold a pre-bid conference for this Project on March
18, 2026 at 10:00 a.m. at D-100, Ground Floor, Delegation Building, PICC and
through video-conferencing/webcasting via Zoom.

10.1 The Procuring Entity’s address is:

BIDS AND AWARDS COMMITTEE

PHILIPPINE INTERNATIONAL CONVENTION CENTER
PICC Complex, Pasay City 1307

87894758 to 61

Email: procurement@picc.gov.ph
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12.4 ' The ABC is £1,922,000.00. Any bid with a financial component exceeding the
amount shall not be accepted.

13.1(a)(iv) No incidental services are required.

| 13.1(b)(i) Not applicable.

13.1(b)(ii) No incidental services are required.
113.2 No further instructions.

14.1(b) The Bid prices for Goods supplied from outside of the Philippines shall be
quoted in Philippine Peso.

14.3 Not applicable.

15.1 Bids will be valid for One Hundred Twenty (120) days from bid opening.

16.1 The Bid Security shall be in the form of a Bid Securing Declaration, or any of
the following: !

a. Cash, cashier's/manager’s check, in the amount of not less than |
£38,440.00 [the amount equivalent to two percent (2%) of the ABC];

OR

b. Bank draft/guarantee or irrevocable letter of credit or surety bond in
the amount of not less than £96,100.00 [the amount equivalent to
five percent (5%) of the ABC]

16.2 The Bid Security shall be valid until for one hundred twenty (120) calendar
days from the date of the opening of bids.

16.3 In case of extension of bid validity and bid security validity period, Substitution
of the bid security form is allowed. Bid Securing Declaration and the following
forms may be used:

a) Cash or Cashier’s or Manager’'s Check issued by a Bank.

b) Bank draft/guarantee or irrevocable Letter of Credit issued by a Bank:
Provided, however, that it shall be confirmed or authenticated by a local Bank,
if issued by a foreign bank.

c) Surety bond callable upon demand issued by a surety or insurance
company duly certified by the Insurance Commission as authorized to issue
such security.

19 The address for the submission of Bids is:

PICC-Bids and Awards Committee (BAC) Secretariat
Ground Floor, Delegation Building
PICC Complex, 1307 Pasay City

The deadline for the submission of Bids is at 9:30 a.m. on March 31, 2026.
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[22.1 The place of the bid opening is _
BAC CONFERENCE ROOM
D-100, Ground Floor, Delegation Building
PICC Complex, 1307 Pasay City.
The date and time of bid opening is at 10:00 a.m. on March 31, 2026.
In the event that the Bids cannot be opened as scheduled due to justifiable
reasons, and in the absence of prior BAC activities, the BAC will take custody
of the submitted Bids, with the opening deferred to the next working day at
the same time and venue. The BAC will issue a formal Notice to Bidders by
posting it on the BAC Secretariat/Procurement Unit electronic bulletin board
and the PICC website, providing the revised schedule
|

22.2(b) | Not applicable. |

25.7 ' No further instructions.

26.3(b)(i) Not applicable

26.3(b)(iii) Not applicable.

26.3(c)(i) Not applicable.

26.5(a) Partial bid is not allowed. The goods are grouped in a single lot and the lot
shall not be divided into sub-lots for the purpose of bidding, evaluation, and
contract award.

26.5(b) Arithmetical correction is allowed.

26.6 No further instructions.

271 Within a non-extendible period of five (5) calendar days from receipt by the
bidder of the notice from the BAC that it submitted the LCB, the Bidder shall
submit the following documentary requirements:

a. Certified Photocopy of the CY 2024 Income and Business Tax
Returns with proof of payment;

b. Sections Il and V of the bid documents, signed on each and every
page by the bidder’s authorized representative;

c. Company Profile with sketch of office location;

d. Brochure of the items being offered:

e. Certificate of ocular inspection issued by the end-user;

f. Curriculum Vitae or resume of the licensed electrical or
electronics engineer to be assigned as part of the team for the
PICC project;

, g. Certificate of Satisfactory Completion & Acceptance of previous
PICC projects undertaken within the last five (5) years, if any.

30.3(f) No additional requirements.

1.2 Not applicable

31.3 The Performance Security shall be in the form:

Within ten (10) calendar days from receipt of the Notice of Award, but in no
case later than the signing of the contract by both parties, the successful
Bidder shall furnish the performance security in any of the following forms:
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Checklist of Technical and Financial Documents
I. TECHNICAL COMPONENT ENVELOPE
Class "A” Documents

Legal Documents

(a)  Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages)
in accordance with Section 8.5.2 of the IRR. If any of the
documents listed in Annex "A” are expired, updated or current

versions must be included in the technical component of the bid
submission;

Technical Documents

(b)y Statement of the prospective bidder of all its ongoing government and
private contracts, including contracts awarded but not yet started, if any,
whether similar or not similar in nature and complexity to the contract to
be bid (Annex “A"); and

(¢) Statement of the bidder's Single Largest Completed Contract (SLCC)
similar to the contract to be bid within the relevant period as provided in
the Bidding Documents (Annex “B"); and

(d) Original copy of Bid Security. If in the form of a Surety Bond, submit also
a certification issued by the Insurance Commission or Original copy of
Notarized Bid Securing Declaration (Annex C”); and

(e) Conformity with the Technical Specifications (Section VII-signed on
each and every page), which includes production/delivery schedule,
manpower requirements, and/or after-sales/parts, if applicable; and

(f)  Original duly signed Omnibus Sworn Statement (0OSS) and if applicable,
Original Notarized Secretary’s Certificate in case of a corporation,
partnership, or cooperative; or Original Special Power of Attorney of all
members of the joint venture giving full power and authority to its officer
to sign the OSS and do acts to represent the Bidder (Annex “D).

Financial Documents

(g) The prospective bidder’s computation of Net Financial Contracting Capacity
(NFCC) (Annex “E") or a committed Line of Credit from a Universal or
Commercial Bank in lieu of its NFCC computation.

Class "B” Documents
(h) If applicable, a duly signed joint venture agreement (JVA) in case the joint
venture is already in existence or duly notarized statements from all the
potential joint venture partners stating that they will enter into and abide
by the provisions of the JVA in the instance that the bid is successful.

II. FINANCIAL COMPONENT ENVELOPE

(i)  Original of duly signed and accomplished Financial Bid Form.
(1) Summary of Bid Prices
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BID FORM
Project Identification No.: APP 2026-008

To: Philippine International Convention Center

Having examined the Philippine Bidding Documents (PBD) including the Supplemental Bid
Bulletin Numbers [insert numbers], the receipt of which is hereby duly acknowledged, we, the
undersigned, declare that:

a)

b)

I/We have no reservation to the PBD, including the Supplemental Bid Bulletins, for the
Procurement Project Supply of Labor and Materials for the Replacement of
Defective Devices of the Fire Detection and Alarm System (FDAS) at PICC Main
Building

Select one, delete the other

« [|/We undertake to deliver the Goods in accordance with the delivery schedule in
the Schedule of Requirements;

« |/We offer to execute the Works for this Contract in accordance with the PBD:

The total price of our Bid in words and figures, excluding any discount offered below:

TOTAL AMOUNT OF BID IN WORDS
(P ) VAT Inclusive

The discounts offered and the methodology for their application, if any, are: [insert
information];_or indicate N/A if no discount offered]

The total bid price in words and figures, after applying the applicable discount, includes
the cost of all taxes, such as, but not limited to [specify the applicable taxes, e.g. (i)
value added tax (VAT), (ii) income tax, (iii) local taxes, and (iv) other fiscal levies and
duties], which are itemized in the [Select one, delete the other: the Price Schedules/
Detailed Estimates].

This Bid shall remain valid within a period stated in the PBD, and it shall be binding
upon me/us at any time before the expiration of that period;

If our bid is accepted, l/we commit to enter to a contract and provide a performance
security in the form, amounts, and within the times prescribed in the PBD, and hereby
acknowledge the consequences under the IRR of RA No. 12009 on forfeiture of Bid
Security or enforcement of Bid Securing Declaration and on Blacklisting.

Until a formal Contract is prepared and executed, this Bid, together with your written
acceptance thereof and your Notice of Award, shall be binding upon the Bidder.

I/We understand that you are not bound to accept the Lowest Calculated Bid or any Bid you
may receive.

I/We certify/confirm that we comply with the eligibility requirements pursuant to the PBD.

The undersigned is authorized to submit the bid on behalf of [Name of the Bidder] as
evidenced by the attached [State the Written Authority].
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I/We acknowledge that failure to sign each and every page of this Bid Form, including the
attached Schedule of Prices, shall be a ground for the rejection of our bid.

Duly authorized to sign the Bid for and behalf of:

[Insert Bidder's Name]

[Signature over Printed Name]
[Position/Designation]
[Date]
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SUMMARY OF BID PRICES

SUPPLY OF LABOR AND MATERIALS FOR THE REPLACEMENT OF
DEFECTIVE DEVICES OF THE FIRE DETECTION AND ALARM SYSTEM (FDAS)
AT PICC MAIN BUILDING

Item
No.

Particulars / Description

| Qty

Unit

Unit Cost Total Amount

Central
Processor
Module

= 20,000 event history

= SFP Style Network Communicatons
Meida Options (Twisted Pair, CATS5,
Single and Multimode Fiber)

= Up to 750 Minutes of Stored Voice
Messages

« USB V2.0 Type A host Port

» USB V2,0 Type B device Port

- Integrated Audio Synchronization

* Optional Audio Support

» Compatible with the existing FDAS

units

Single
Signature
Driver
Controller
Module

= Dedicated microprocessor control
* Full digital communication

» Specialized communication protocol
» Device location supervision

= Automatic nonvolatile as-built
mapping

» Automatic day/night sensitivity

» Supports up to 250 intelligent
Signature detectors and 250
Intelligent Signature Modules

* Up to five 3-SDDC2s or ten 3-
SSDC2s per node

= Removable field wiring terminal
blocks

' = Multiple survival modes — stand

alone

* Fully backward compatible with 3-
SSDC, 3-SDDC, 3-SSDC1, and 3-
SDDCA1

* Supports the full line of Signature
devices, including carbon monoxide
detection

+ Compatible with the existing FDAS

units
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Dual
Signature
Driver

Controller
Module

* Dedicated microprocessor control
« Full digital communication
= Specialized communication protocol
* Device location supervision
= Automatic nonvolatile as-built
mapping
= Automatic day/night sensitivity
= Supports up to 250 intelligent
Signature detectors and 250
Intelligent Signature Modules
= Up to five 3-SDDC2s or ten 3-
SSDC2s per node
* Removable field wiring terminal
blocks
* Multiple survival modes — stand
alone
* Fully backward compatible with 3-
SSDC, 3-SDDC, 3-SSDC1, and 3-
SDDCA1
= Supports the full line of Signature
devices, including carbon monoxide
detection
* Compatible with the existing FDAS

units

LCD
Display
Module

* Large Easy to Read Display Area
(Displays Eight events, 768 10-point
characters)

* Full Color for Detail-rich User
Experience (262,144 colors with
support for custom wallpaper)

* Display System Tree View on One
Screen Page (Quick drill-down to find
devices)

 Context-sensitive User Interface
(One sign-in determines user
 privileges and available devices)

+ Color-coded Event Queue, History
Log, Status Report

* User Configurable Image Display
* 18 bit color. 640x480 pixels,
resistive touch screen

» System status indicators (ALARM,
TROUBLE, CPU FAIL & POWER
ON)

» Common Controls and indicators
(PANEL SILENCE, FIRE DRILL,
ALARM SILENCE & RESET
BUTTON)

* Mounts on Existing FACP Ul layer
» Compatible with Existing FDAS
FACP

units
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System
Power
Supplies

* High efficiency switch mode

= Increased power distribution
efficiency-power supplies parallel
allowing up to 28 amps in a single
node

= Universal 120 to 240 VAC
Operation

« 7 AMP filtered and regulated

* Two 3.5 AMPS outputs

* Temperature compensated, dual
rated battery charger

* Electronic power limiting

* Automatic load testing of batteries
* Input Voltage: 120-140Vac (+10%, -
15%), 50 60Hz

* Input Current: 3.0A

« Battery Charging Capacity :65AH
Sealed Lead Acid

« Low Battery Trouble: 22.5 Vdc

* Deep Discharge Cutoff: 19.5 Vdc
« Compatible with Existing FDAS
FACP

units

Nework
Controllers

* Multiple Connection Options ( Hot
pluggable SFP-style network
controllers allow selection of twisted
pair and CAT cables)

* Supports multiple network
configurations (Network can be
configured in Class B, Class A, Class
X and Class N)

« IPv6 Support (Autoconfiguring
network for simple setup and easy
network configuration)

+ Wire size: One twisted pair, six twist
per foot minimum, 16 to 24 AWG(1.3
to 0.20 mm2)

* Twisted Pair Circuit Length: 5,000 ft
(1,524 m) between any two nodes

+ Data supported using Twisted Pair:
Network, Voice Audio, Firefighters
Telephone, Pre-recorded messages
* Data supported using Cat5e:
Network, Voice Audio, Firefighters
Telephone

» Circuit Length using Cat5e: 3,280 ft
(1,000 m) between any two nodes

* Data speed: 2Mbps TX/RX

» Current: 32mA at 24Vdc

« Compatible with Existing FDAS
FACP

units
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Intelligent
Smoke
Detector

+ Multi-criteria oprical smoke-sensing
technology

* Wide 0.5 to 4.36 %/ft (1.6 to 13.6
%/m) smoke obscuration

= Automatic Device Mapping

= Two levels of Environmental
Compensation

= Two levels of Dirty Detector
Warning

* Twenty Pre-Alarm Settings

* Five Sensitivity settings

» Electronic Addressing

» Automatic Day/ Night Sensitivity
Adjustment

» Bicolor (Green Normal /Red Alarm)
Status LED

* Operating Volatage: 15.20 to 19.95
VvDC

* Normal operating current: 32 uA

= Alarm current: 45

uA

» Environmental compensation:
Automatic

* Construction: High Impact
Engineering Polymer, White

* Compatible with the existing

FDAS

70

units

Intelligent
Heat
Detector

« Intelligent Fixed temperature/rate-
of-rise fire detector

» 135 °F (57.2°C) Fixed temperature
alarm point

= 15 °F (8 °C/min) per minute rate-fo-
rise alarm point

+ Automatic Device Mapping

* Electronic Addressing

« Bicolor (Green Normal /Red Alarm)
Status LED

* Operating Volatage: 15.20 to 19.95
VDC

* Normal operating current: 51 uA

= Alarm current: 68

UA

* Construction: High Impact
Engineering Polymer, White

= Compatible with the existing

FDAS

| units
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Intelligent
Manual Pull
Station

|« Single Action-One stage

* Break glass operation

» Automatic Device Mapping

« ADA Compliant

* Electronic Addressing

* Diagnostic Leds, Green Normal
State /Red Alarm State

* Operating Volatage: 15.20 to 19.95
VDC

« Standby operating current: 250
UA

« Activated current: 400

uA

* Construction: Diecast Zinc-Red
Epoxy with aluminum markings

« Compatible with the existing
FDAS

10

units

10

Horn-
Strobes

* High Performance LED Strobe
Technology (High efficiency optics)

« Selectable 15, 30, 75, or 110 cd
light output

* Selectable High or Low Db Horn
output

» Selectable temporal or steady horn
output

= Horn Signal Type: Constant or TC3
temporal

» Strobe flash rate: 1 fps (flash per
second)

* Operating Voltage: 16 to 33

VDC

* Color: Red

* Marking: FIRE

» Compatible with the existing

FDAS

10

units

11

Horn-
Strobe
Universal
Mounting
Plate

Universal Mounting Plate
(Horn/strobe)

10

units

12

Standard
Detector
Base

Detector Mounting Base-Standard

30

units

Corrected Copy




13

Single Input
Modules

* Multiple Applications ( Alarm, Alarm
with delayed latching (retard) for
waterflow applications, Supervisory,
and

Monitor

* Automatic Device Mapping

» Ground fault detection by address
» Electronic Addressing

= Four Personality Code
(Personality Code 1: Normally-
OpenAlarm-Latching, Personality
Code 2: Normally-OpenAlarm-
Delayed Latching, Personality Code
3: Normally-Open Active-Non-
Latching, Personality Code 4:
Normally-Open Active-Latching)

« Diagnostic Leds, Green Normal
State /Red Alarm or active State

« Operating Volatage: 15.20 to 19.95
VvDC

- Standby operating current: 250 uA
« Activated current: 400 uA

* Construction: High Impact
Engineering Polymer

* Compatible with the existing FDAS

units

14

Single
output |
Modules

= Use for connecting supervised
24VDC Audible/Visible signal circuits,
or 25 and 70 VRMS Audio
Evacuation and Telephone Circuits to
their power inputs

» Automatic Device Mapping

= Ground fault detection by address

* Electronic Addressing

« Personality

Code

(Personality Code 5: Signal Power or
Audio Evacuation (Single Riser),
Personality Code 6: Telephone
w/ring-tone(Single riser), Personality
Code 7: Signal Power or Audio
Evacuation (Dual Riser)

* Diagnostic Leds, Green Normal
State /Red Alarm or active State

= Operating Voltage: 15.20 to 19.95
vDC

« Standby operating current: 233 uA
* Activated current: 100 uA

« Qutput Rating: 24VDC= 2amps,
25V Audio= 50 watts, 70V Audio =35
watts

« Construction: High Impact
Engineering Polymer

» Compatible with the existing

FDAS

units
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Smoke .
15 | Detector Smoke Detector tester (smoke in 1 | units | @ P
can)
| Tester , s
! - Thermoplastic fixture Wire, AWG
16
= Tough heat and moisture resistant,
and flame retardant Plolyvinyl
Chloride (PVC) insulation
+ Oil & Moisture Resistant
Signal « Flame Retardant '
16 Cable * 150m per roll (Twisted Pair) 2 | vals \ ¥ F
» Copper-stranded conductor
» 600V voltage rating
+ 60 °C Maximum conductor
temperature
» Meets and exceed applicable UL62
and PNS 163 specifications
+1/2" EMT Pipe
' = 10ft. per lengths
= Accurate circular cross section with
. uniform wall thickness
i | EMT PR « Interior surface free from defects | = . P
injurious to conductors '
+ Galvanized OD and clear coating
for corrosion protection
EMT .
18 Crsclnn 1/2 B 100 | pcs |P »
EMT i
19 Coupling 1/2 50 | pcs | P
* octagonal metal box
* pre galvanized steel
Junction « 4" py 4" x 2-1/8"
20 | Box 1/2" |-Ga. 16 & | pes B 3
* with grounding provision
« UL listed
21 | [erminaling | 47xoHMms 1/2 WATTS 50 | unit | P P
Resistors
Labor and
22 | Installation | EST3 to EST 4 upgrading 1 lot |P
cost
vat (12%)
GRAND TOTAL:
Name:
Signature:

Duly authorized to sign the Bid for and behalf of:
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