‘Q! Philippine International Convention Center

REQUEST FOR QUOTATION

Date:_May 13, 2026
RFQO No. 2026-019

(Company Name & Address)
Sir/Madam:

The Philippine International Convention Center, Inc. (PICCI), through its Bids and Awards

Committee, intends to procure Suppiy of Labor and Materiais for the Repainting of interior
Wall, Ceiling and Flooring at Forum Powerhouse, with an Approved Budget for Contract
(ABC) of One Million Fifty Thousand Pesos (#1,050,000.00), VAT Inclusive, which will be
undertaken in accordance with Section 34 of the Implementing Rules and Regulations of
Republic Act No. 12009, New Government Procurement Act (NGPA).

Please quote your best offer for the service/s described herein, subject to the Technical
Specifications provided for this RFQ. Submit your quotation/offer duly signed by you or your
duly authorized representative not later than 3:00 p.m. of _May 18, 2026. A copy of the
following shall be submitted along with your quotation/offer:

2026 Mayor’s/Business Permit;

BIR Registration Certificate;

Valid Tax Clearance;

PhilGEPS Registration Number or copy of valid Certificate of Platinum
Membership;

Income/Business Tax Return;

Notarized Omnibus Sworn Statement with attachments (e.g., duly notarized
Secretary’s Certificate, Board/Partnership Resolution, or Special Power of
Attorney);

g. Copy of the Technical Specifications duly signed on ali pages;

h. Certificate of Ocular Inspection;

i. Summary of Bid Prices

I 4

™

1/11



Open quotations may be submitted manually or through email at the address and contact
numbers indicated below.

For any clarifications, you may contact Ms. Carreen M. Mangaya at telephone no.
(02) 8789-4761 or email address at cmmangaya@picc.gov.ph

KR GELICA E. AGUJO
Head,BAC Secretariat/
Procurement Unit
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‘Q! Philippine International Convention Center

TECHNICAL SPECIFICATIONS

I PROJECT TITLE:

Supply of Labor and Materials for the Repainting of Interior Wall, Ceiling and
Flooring at Forum Powerhouse

Il.  APPROVED BUDGET FOR CONTRACT (ABC):
One Million Fifty Thousand Pesos (#1,050,000.00), VAT Inclusive.

118 GENERAL DESCRIPTIONS:

The Contractor shall supply labor and materials for the painting of flooring and
repainting of interior walls and ceiling at Forum Powerhouse.

V. SCOPE OF WORK:
A. PAINTING WORKS

CONCRETE FLOOR PAINTING WORKS:

Surface Condition

1. Ensure that the concrete is thoroughly dry and surface finish is semi-
smooth. New concrete must be cured for at least 30 days.

2. Strength of concrete must be greater than 25N/mm?2 and surface moisture
content should be less than 5% to ensure good adhesion of paint.

Surface Preparation

3. Remove any contaminants on the surface like oii, grease, debris and others.

4. Roughen the surface using light grinding machine then vacuum to clean all
dirt, dust and debris.

5. Repair and fill up any minor defects like cracks, holes and any surface
imperfection. Use Epoxy Sealer or grout to repair big cracks and holes. For
hairline cracks, small holes and pinholes use Epoxy Putty.

COATING SYSTEM:

15T Layer: Epoxy Sealer

2" Layer: Epoxy Primer (2 coats)

3" Layer: Epoxy Floor Coating (2 coats)
Application Procedure
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6. Mix Primer (Part A) with its catalyst (Part B). Mix well. Add Epoxy Reducer
25% by volume for ease of application. Apply 2 coats using polyamide roller
or airless spray gun. Allow 5 to 8 hours prior to topcoat application.

7. Mix Epoxy Floor Coating (Part A) with catalyst (Part B). Add Epoxy Reducer
5 to 10% by volume for ease of application. Apply 2 coats using polyamide
roller or airless spray gun. Allow 7 days for full cure prior to return to
service.

CONCRETE WALL PAINTING WORKS:

1. Scrub the wall with a scrub brush.

Repair any cracks or blemishes in the wall with concrete patch. Follow the
direction to mix up the concrete patch mixture. Fill hoies and use trowel to
smooth the patch to match the surface of the wall.

3. Seal the concrete wall. Roll 1 coat of concrete sealer and allow it to dry
overnight.

4. Apply 1 coat of concrete primer by using roller or brush. Ensure the primer
is applied evenly. Let it dry for 24 hours. If you can see the wall through the
primer, apply 1 more coat.

5. Paint the wall with concrete paint. Apply paint in at least 3 thin layers using
spray, roller or paint brush. The paint should not be streaky or show brush
strokes. Allow to dry for 24 hours.

6. Roll on concrete paint sealer. Cover with 2 coats, allowing it to dry between
coats.

7. After the paint dried, inspect for any touch-ups that maybe needed.

8. Clean the covered work area.

PLYWOOD CEILING PAINTING WORKS:

Preparation

1. Cover the switchgears, control panels, gensets and other equipment.

Dust the ceiling with broom/brush, then wipe with damp cloth with sugar
soap and let it dry.

3. Repair imperfections: Fill holes/cracks with wood filler. Let filler dry, then
sand smooth (start with a coarser grit like #36 for heavy filler, then finer
#180-220).

4. Sand and clean: Lightly sand the entire surface with fine-grit sandpaper
(180-220 grit) and wipe away all dust.

5. Tape edges: Apply painter’s tape where ceiling meets walls to protect
them.

;

.t



V.

Priming

6. Apply Wood Primer: Use a roller with an extension pole and brush for
edges, working in sections. Primer seals the wood and ensures even paint
color.

7. Let Dry & Sand: Allow primer to dry completely, then lightly sand with fine-
grit paper and wipe clean.

Painting

8. Cut the edges: Use a brush to paint a boarder (3-4 inches) along the walls.

9. Roll the Ceiling: Apply thin, even coats with the roller, working against the
light source (like window) to avoid lap marks.

10. Dry & Sand: Let the first coat dry. Lightly sand with fine-grit sand paper,
then wipe clean.

11. Apply Second Coat: Repeat the painting and sanding process for a
smoother finish.

12. Apply a paint sealant if desired, though a good paint system often seals the
wood effectively.

13. Carefully remove painter’s tape while the last coat is still slightly tacky.

14. Reinstall lighting fixtures and other devices in the ceiling.

SPECIFICATIONS:

PAINTS
1. Epoxy Sealer

Two (2) component epoxy based penetrating sealer that cures into tough,
high build protective film to prevent moisture uptake and water intrusion
Low viscosity

100% solids, solvent free, low TVOC

Odorless, does not imparts any toxic compound

Excellent bonding properties

High compressive and tensile strength

Technical Data

Physical Data Part A {Resin) Part B (Catalyst)

Volume Solids 100 % 100 %

Viscosity 2,200 to 2,500 cps 4,000 to 8,000 cps

Relative Density 1.05t01.10 0.95t0 0.98

TVOC Content (mixed) | Oto 8 grams/liter 0 to 8 grams/liter
(0 to 5,000 mg/kg) (0 to 5,000 mg/kg)

Shelf Life 2 years 2 years

Mix Ratio 2 by volume 1 by volume
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Mixing Ratio by Volume Part A (Base): 2 part
Part B (Hardener): 1 part

Pot Life 20°C — 40 minutes
30°C — 25 minutes
Drying Time Set to touch

20°C -3 hours
30°C -2 hours

Hard
20°C -8 hours
30°C -7 hours

Fully cured: 7 days
Shelf Life 2 years

Epoxy Primer

e Two (2) component heavy duty, high build epoxy polyamide primer that
protect concrete substrate any chemical attack

e Film properties imparts hardness, excellent adhesion, impact, flexibility
and chemical resistant

e Provide dry film thickness of 125 microns (5 mils) in single coat

e Excellent corrosion inhibitor

e Fast dry, short overcoating interval

e Lead safe and phthalate free, nontoxic ingredients

Technical Data

Mixing Ratio by Volume Part A (Base): 1 part
Part B (Hardener): 1 part

Theoretical Coverage 22 sq. m/gal set @ 125 microns (5
mils) DFT

No. of Coats 2to3

Finish Flat to semi-fiat

Pot Life 30°C-6to 8 hours

Drying Time Set to touch

20°C -2 hours
30°C — 30 minutes

Recoating
30°C-3to 4 hours

Hard
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VI.

20°C -8 hours
30°C -7 hours

Fully cured: 3 days

Flash Point 70°F (21°C)
Shelf Life 1 vyears
3. Epoxy Top Coat

Two (2) component polyamide cured top coating formulated to protect the

concrete flooring exposed to oils, acids, alkalis, water & other chemicals

High gloss finish, stain resistant
Hardwearing and durable
Easy to apply and maintain

Lead safe and phthalate free, nontoxic ingredients

Technical Data

Mixing Ratio by Volume

Part A (Base): 3 part
Part B (Hardener): 1 part

Theoretical Coverage

18 sq. m/gal set @ 75 microns (3
mils) DFT

No. of Coats

2

Finish

High gloss

Pot Life

30°C -7 to 8 hours

Drying Time

Set to touch
20°C -4 hours
30°C -2 hours

Recoating
30°C—-7to 8 hours

Hard
20°C - 16 hours
30°C— 8 hours

Fully cured: 7 days

Flash Point

70°F (21°C)

Shelf Life

2 years

GENERAL REQUIREMENTS:

1. Permits, Bonds and Licenses
The Contractor shall submit the required permits, bonds and licenses as
part of the implementation of the project.
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2. Safety Officer

A DOLE accredited safety officer should always be present at site every
time there is activities at site.

3. Project Schedule/Timeline

o

o
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The Contractor shall finish and turn-over the project within ninety (90)
calendar days upon receipt of Notice to Proceed. Schedule of work shall be
properly coordinated to the Assistant Director of Electrical & Electronics
Division.

The Contractor shall submit a project schedule that will show the
timetable of the project in the form of Gantt chart.

Workmen.

The Contractor shall execute all works in a skiliful and workmanlike
manner and shall engage qualified workmen with equivalent experience
required in the installation works.

Temporary facilities

PICC shall allow the Contractor to use the nearest available toilet for the
Contractor which shall be identified by the PICC representative during the
mobilization.

Security and safety protections

The Contractor shall provide warning signs, sufficient lighting, fire
extinguishers and personal protective equipment.

Other provisions

The Contractor shall submit the list of its personnel that will be assigned
to PICC.

The Contractor shall submit the Barangay or NBI or police clearance of its
personnel that shall be assigned in PICC. No personnel shall be allowed to
work without valid clearance.

The Contractor should wear its company uniform and ID card at all times
within the PICC premises.

The Contractor shall provide all tools and materials that will be needed to
perform the required installation works including the scaffolding and/or
other platform to work in elevated areas.

The Contractor shall replace or restore to its original condition any parts
of the building or equipment and other properties of PICC that may be
damaged due to poor workmanship and/or negligence.
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Vil.  SCHEDULE OF REQUIREMENTS:

Delivery of the Service is required within ninety (90) calendar days after receipt of
the Notice to Proceed.

Viil. TERMS OF PAYMENT:

1. PICC shall pay the Contractor upon completion of the project within thirty
(30) calendar days after presentation of the billing and submission of the
required documents to the Technical Services Department (TSD) which
includes the following:

- Sales invoice describing, as appropriate, the Goods delivered/performed,
- Delivery receipt
- Photos of the completed works

iX. WARRANTY:

All works, materials and equipment supplied shall have a warranty of one (1)
year. The obligation for the warranty shall be covered by either retention money
or special bank guarantee in the amount equivalent to at least five percent (5%)
of the total contract price. The said amount shall only be released after the lapse
of the warranty period.

X. SPECIAL/OTHER CONDITIONS OF THE CONTRACT:
The Performance Security shall be in the form:

Within ten (10) calendar days from receipt of the Notice of Award, but in no case
later than the signing of the contract by both parties, the successful Bidder shall
furnish the performance security in any of the following forms:

Amount Performance Security

Forms of Performance Security (Equal to Percentage of the Total

Contract Price)

a. Cash or Cashier’s/Manager’s Check
issued by a Universal or Commercial Five percent (5%)
Bank

b. Surety bond calilable upon demand

issued by a surety or insurance
company duly certified by the Thirty percent (30%)
Insurance Commission as authorized

to issue such security.
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XI.

GENERAL CONDITIONS OF THE CONTRACT:

1. All prices quoted herein are valid, binding and effective for One Hundred
Twenty (120) calendar days from date of quotation.

2. The Awardee shall be responsible for the source(s) of his/her
services/equipment in accordance with schedule, quality and specifications.
Failure by the AWARDEE to comply with the same shall be ground for
cancellation of the award.

3. The Awardee shall pick up RS and NTP issued in his favor within three (3) days
after receipt of notice to that effect. A telephone call, fax transmission or email
shall constitute an official notice to the AWARDEE. Thereafter, if the RS remain
unclaimed, the said RS shall be sent by messengerial service to the AWARDEE
at the latter’s expense. To avoid delay in the service of the requesting agency’s
requirement, all DEFAULTING AWARDEES shall be precluded from proposing
or submitting a substitute sample.

4. Subject to the provisions of the preceding paragraph, where AWARDEE has
accepted a NTP but fails to deliver the services within the time called for in the
same order, he shall be extended a maximum of fifteen (15) calendar days
under liquidated damages to make good his services. Thereafter if AWARDEE
has not completed delivery of services within the extended period, the subject
RS & NTP shall be cancelled and the award for the undelivered balance
withdrawn from that AWARDEE. The PICC-BAC shall then purchase the
required services from such other source(s) as it may determine, with the
difference in price to be charged against the DEFAULTING AWARDEE. Refusal
by the DEFAULTING AWARDEE to shoulder the price difference shall be ground
for his disqualification from future bids of the same or all items, without
prejudice to the imposition of other sanctions as prescribed under RA9184 and
its IRR-A.

5. All services by the contractor shall be subject to inspection and acceptance by
the PICC.

6. A penalty of one tenth (1/10) of one percent (1%) of the total value of
services/works shall be deducted for each day of delay in the delivery of the
services.

7. Alltransactions are subject to withholding of creditable Value Added Tax (VAT)
per Revenue Regulation No. 10-93.
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REQUEST FOR QUOTATION

Date:
RFQ. No. 2026-019

TO:  PHILIPPINE INTERNATIONAL CONVENTION CENTER, INC.
ROXAS BLVD., 1307 PASAY CITY

Sir/Madam:

After having carefully read and accepted the Technical Specifications, |/we submit our
documentary requirements and quotation/offer as follows:

DESCRIPTION AMOUNT

SUPPLY OF LABOR AND MATERIALS FOR THE
REPAINTING OF INTERIOR WALL, CEILING AND
FLOORING AT FORUM POWERHOUSE

4 ,
VAT Inclusive

We undertake, if our quotation is accepted, to deliver the service/s in accordance with the
delivery schedule specified in the Schedule of Requirements.

We acknowledge that PICCI reserves the right to accept or reject any and all others, annul the
procurement process, and refuse to make an award, without thereby incurring any liability to
the affected offerors.

Signature over Printed Name

Position/Designation

Name of Company:

Address:
Office Telephone No./s: Fax No:
Email Address/es: Mobile No.:
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SUMMARY OF BID PRICES

SUPPLY OF LABOR AND MATERIALS FOR THE REPAINTING OF INTERIOR WALL, CEILING AND FLOORING AT

FORUM POWERHOUSE
ITEM NO. DESCRIPTION Qry. UNIT |UNIT COST TOTAL COST
Painting Works
Concrete Flooring
1.0|Surface Preparation 260.17 sq.m. [¥ i
2.0{Preliminary & Final Coatings 260.17 sg.m. [P i
Concrete Walls
3.0|Surface Preparation for Concrete Walls 443.20 sg.m. |# P
4.0|Preliminary & Final Coatings for Concrete Walls 443 .20 sq.m. |F i3
Plywood Ceiling
5.0{Surface Preparation for Plywood Ceiling 260.17 sq.m. |# P
6.0|Preliminary & Final Coatings for Plywood Ceiling 260.17 sq.m. |# i
7.0|Scaffolding 1.00 lot £ P
VAT (12%)
GRAND TOTAL

Name :

Signature:

Duly authorized to sign the Bid for and behalf of :




